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VACUUM PUMPS P6010

P6010 PI48-3X4

COAX®patented technology 

Substationally lower air consumption as 

compared to conventional ejectors 

Modular design 

Available with multiple connection alternatives 

Low noise level 

Low feed pressure that ensures high 

realiability even in case of pressure drops 

Short evacuation time

Supplied with a vacuum gauge.

TECHNICAL DATA

VACUUM FLOW

EVACUATION TIME

BLOW FLOW

Description Unit Value

Feed pressure, max MPa 0.7

Noise level dBA 65–70

Temperature range °C -10–80

Weight g 1700–1800

Material Al, PA, NBR, SS, TPE

Feed pressure Air consumption Vacuum flow (Nl/s) at different vacuum levels (-kPa) Max vacuum

MPa Nl/s 0 10 20 30 40 50 60 70 80 90 -kPa

0.22 6.48 20.0 8.0 6.0 3.6 2.2 1.8 1.0 0.28 — — 73

0.30 8.0 22.4 10.0 7.2 4.4 2.6 2.0 1.4 1.0 0.40 — 90

0.40 10.16 22.8 10.0 8.4 6.0 4.4 2.6 1.4 1.0 0.32 — 86

Feed pressure Air consumption Evacuation time (s/l) to reach different vacuum levels (-kPa) Max vacuum

MPa Nl/s 10 20 30 40 50 60 70 80 90 -kPa

0.22 6.48 0.006 0.020 0.023 0.075 0.13 0.20 0.43 — — 73

0.30 8.0 0.005 0.015 0.030 0.063 0.11 0.18 0.25 0.40 1.0 90

0.40 10.16 0.005 0.014 0.028 0.045 0.073 0.15 0.23 0.43 — 86

Feed pressure Air consumption Blow flow (Nl/s) at different pressure levels (kPa) Max pressure

MPa Nl/s 0 20 40 60 70 80 90 100 110 120 130 140 kPa

0.60 14.2 38 26 24.0 21.2 18.8 18.4 18.4 18.4 18.0 17.2 16.0 14.8 140

Vacuum flow Evacuation time Blow flow
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ORDERING INFORMATION

ORDERING INFORMATION, ACCESSORIES

1. Housing P6010 Code

Housing P6010

2. Vacuum Cartridge Module P6010 Code

a Cartridge module Pi48-3X4 AM

b Cartridge module Pi48-3X4, non-return valve AQ

3. Mounting P6010 Code

Mounting T-slot, Cover plate with PIAB  label 01

4. Cover plates P6010 Code

Cover plate G thread connections, Cover plate, plain LA

Cover plate NPSF thread connections, Cover plate, plain LJ

5. Connections for vacuum and exhaust P6010 Code

Connections 2x G1" 51

Connections 2x G1", silencer 1" 52

Connections 2x 1" NPSF 55

Connections 2x 1" NPSF, silencer 1" 56

Example Ordering number

P6010 Pi48-3X4, Mounting T-slot, Cover plate G-threads, Connections 2x G1" and silencer 1" P6010 AM 01 LA 52

Description Art. No.

Silencer G1" 0112499

Silencer 1" NPSF 0113003

Manometer 250 kPa 0112533

Manometer 1 MPa 0112532


