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Miniature Shock Absorbers SC²25 to SC²650

Self-Compensating
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 Accessories, mounting, installation ... see pages 34 to 39.
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 Accessories, mounting, installation ... see pages 35 to 39.
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M14x1 also available to special order

Accessories, mounting, installation ... see pages 35 to 39.
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Accessories, mounting, installation ... see pages 36 to 39.
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Accessories, mounting, installation ... see pages 36 to 39.
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Capacity Chart

Max. Energy Capacity Effective Weight me
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kg

SC25EUM 10 16 000 1 -     5 4 -   44 42 -    500 – – 4.5 14 0.3 2 0.027

SC75EUM 16 30 000 1 -     8 7 -   78 75 -    800 – – 6 19 0.3 2 0.045

SC190EUM 31 50 000 2 -   16 13 - 140 136 - 1 550 – – 6 19 0.4 2 0.060

SC300EUM 73 45 000 11 -   45 34 - 136 91 -    181 135 -    680 320 - 1 950 8 18 0.2 5 0.164

SC650EUM 210 68 000 23 - 113 90 - 360 320 - 1 090 770 - 2 630 1 800 - 6 350 11 33 0.3 5 0.315

1 For applications with higher side load angles consider using the side load adaptor (BV) pages 34 to 38.


